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ADAM8208-1DP01
Profibus-DP Master
Module
• Interface: RS-485/9pin SubD

• Baudrate: 9.6K up to 12Mbps

• Connectable slaves: 122 (without
repeater max. 32)

• Parameter Memory: MMC card

• Max. Input: 1024Byte

• Max. Output: 1024Byte

• Supply Voltage int. Bus: 5Vdc

• Current consumption int. bus: 380mA

ADAM8208-2DP10
Profibus-DP Master
Fiber Optic Module
• Interface:

LWL: POF/HCS

• Baudrate: 9.6K up to 12Mbps

• Connectable slaves: 122 (without
repeater max. 32)

• Parameter Memory: MMC card

• Max. Input: 1024Byte

• Max. Output: 1024Byte

• Supply Voltage int. Bus:  5Vdc

• Current consumption int. bus: 380mA

ADAM8253-1DP00
Profibus-DP Slave
Module
• Interface: RS-485/9pin SubD

• Baudrate: 9.6K up to 12Mbps

• Connectable slaves: 32

• Max. Input: 152Byte

• Max. Output: 152Byte

• Supply Voltage: 24Vdc

• Current consumption: 800mA

ADAM8208-1DP01 Profibus-DP Master Module
ADAM8208-2DP10 Profibus-DP Master Fiber Optic Module
ADAM8253-1DP00 Profibus-DP Slave Module


