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MIC-3358
6U CompactPCI® Intel® Pentium® 4 
Processor-M Board with VGA/Dual Gigabit 
LAN/PMC

Introduction
The MIC-3358 is a CompactPCI server blade with Intel® Pentium® 4 Processor-M on board in compliance with Compact Packet Switching Backplane (cPSB) systems. Supporting 
the PICMG 2.16 specification, the MIC-3358 delivers a cost performance platform for those applications that demand low power and high performance. It is an ideal platform for 
emerging application such as switch-fabric blade server, mission critical and computing intensive applications like third-generation (3G) wireless, voice over Internet protocol (VoIP), 
networking, image processing and  converged data and voice communication applications.

The new MIC-3358 has been optimized for the Intel® Pentium® 4 Processor-M and Intel 845E chipset. It unveils as a high performance cPCI platforms, delivering compelling system 
bus speed performance across the 400 MHz with Intel® NetBurst™ microarchitecture. Its innovative wider data paths and flexible memory refresh technology optimize the DDR 
SDRAM performance in the MIC-3358. It also provides 512 KB of on-die L2 cache, dual Gigabit Ethernets.  Advantech is ready, with the MIC-3358 platform to meet customer’s high 
performance requirements for both CPUs and I/Os.

As the mission-critical demand increases in the next generation networking and telecommunication equipment, the MIC-3358 has been optimized to play as a master card in a cPCI 
system, it could also plug into a peripheral slot as a “drone mode” operating in stand-alone computer. The MIC-3358 is designed in compliance with PICMG 2.9 specification in 
cooperating with the remote system and platform management.

One 32-bit/33 MHz 
PMC connector

One 2.5" IDE 
socket

u-FCPGA 
socket

One 
CompactFlash 
socket Memory on board

One PMC 
knockout

One DB-15 
VGA port

Two USB 2.0 ports

One RJ-45 
COM1 port

One RJ-45 Gigabit 
LAN port 

One 2.5" HDD bay One passive 
CPU heatsink

§  Supports Intel® Pentium® 4 Processor-M up to 2.2 GHz

§  Dual Gigabit Ethernet on board

§  Up to 2 GB (DDR-266) memory on board with ECC

§  Intel® 845E chipset

§  One 32-bit/33 MHz PMC expansion slot

§  PICMG® 2.16 compliant with Packet Switching Backplane Specification

§  PICMG 2.9 compliant with System Management Specification

§  Hot-Swap Specification compliant (PICMG 2.1)

§  On-board 2.5" HDD connector and CompactFlash socket

• System/Drone mode selectable
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Rear Transition Board

MIC-3358
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Specifications

* Support RS-232/422/485 selectable
** Optional for 3rd LAN from MIC-3358 but occupies the I/O port for COM2.

Ordering Information

* Please order RIO module (refer to above table) with MIC-3358 for rear I/O access.
** Please contact your local distributor for MIC-3358A-M2, not for standard ordering process.

Recommended Configurations

rebmuNtraP
O/IlenaPtnorF serutaeFniaMdraoBnO

NAL MOC CMP BSU AGV UPC yromeM lennahCEDIE tekcosFC htdiWtolS
*0M-A8533-CIM 1 1 1 2 1 -- BM215 DDH"5.2 1 1
*1M-A8533-CIM 1 1 1 2 1 -- BG1 DDH"5.2 1 1
**2M-A8533-CIM 1 1 1 2 1 -- BG2 DDH"5.2 1 1

L8533-CIM 0 1 0 2 1 -- BM652 -- 1 1
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A8533-CIM D1663-CIM,D2663-CIM A-C9033-OIR ,A8303-CIM,A6503-CIM,B-9303-CIM,A-6303-CIM C8303-CIM , B1403-CIM , A2803-CIM,1803-CIM
L8533-CIM -- L9033-OIR A2803-CIM,1803-CIM,L1403-CIM,B1403-CIM,A8303-CIM,A6503-CIM,B-9303-CIM,A-6303-CIM
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A-C9033-OIR 1 1 2 1 1 1 1 1 1 1 1 5J/3J 1
L9033-OIR 1 0 0 1 1 1 1 1 1 1 1 5J/3J 1




